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DOGRULAMA DENEY RAPORU

(VERIFICATION TEST REPORT)

Misterinin adi * ADIM YAPI TASARIM REKLAM VE TUR. TiC. LTD. $Ti.

Customer name

Adresi : KARAAGAGC MAHALLESI DOSTLUK CAD. NO:29 BUYUKGCEKMECE/iSTANBUL
Address

istek Numarasi AVA.LVD-21.00212

Order no.

Numunenin Adi ve Tarifi : EV VE OFiS ~-TASINABILIR STERILIZASYON CiHAZI- HOME AND OFFICE-
Name and identity of test item PORTABLE STERILIZATION DEVICE

Numunenin Kabul tarihi 1 22.03.2021

The date of receipt of test item

Aciklamalar : DGC'ye TS EN 60335-1 Standardi uyarinca Givenlik Deneyleri yapilmigtr.
Remarks Safety tests have been applied to EUT according to TS EN 60335-1.
Deneyin yapildigi tarih © 22.03.2021

Date of Test

Raporun Sayfa Sayisi : 12 Sayfa / pages
Number of pages of the Report

Bu dogrulama deneyi ilgili standardin gerekliliklerine uyumu gézlemlemek amaciyla yapilmistr.

This verification experiment was carried out in order to observe compliance with the requirements of the relevant
standard.

Bu rapor:Firmamiza ulaan numunelere deney ve/veya deneyler uygulanarak elde edilmis tir. Musteriye ait
diger numuneleri kapsamaz.

(This report was prepared after applying test/tests to the samples that are sent to our company.) (Note that this report
does not involve other samples of the customer.)
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B.Egffah BAYRAKLI er YBAYRAKLI
A . A A # -

29.03.2021

* Bu rapor laboratuvarin yazil izni olmadan kismen kopyalanip ¢cogaltilamaz.
(This report shall not be reproduced other than in full except with the permisson of the laboratory.)

* imzasiz ve miUhirsiz sertifikalar gegersizdir.
(Testing reports without signature and seal are not valid.)

Sayfa/Page : 01-12

www.avacert.co



AVA.LVD

— N ESZETEE
':,w\\*\ 2oz

/o’
e,nat'\o

iCINDEKILER
(CONTENTS)
Sayfa
(Page)
1- Dokiimantasyon

(Documentation)

1.1- DGC, Cevre Sartlari ve Sembollerin Tanimlari 3
(Description of the EUT, Envorimental Conditions and Symbol Definitions)

1.2- Deney Standartlari 4
(Test Standards)

1.3- Deney Sonuglari 5
(Test Results)

2- Deney Sonuglari ve Kosullari 6-9
(Test Results and Conditions)

3- Ekler
(Attachments)

3.1- Deney Ekipman Listesi 10
(List of Test Equipment)

3.2- DGC'nin Fotograflan 11
(Photos of EUT)

* Bu rapor laboratuvarin yazil izni oimadan kismen kopyalanip ¢gogaltilamaz.
(This report shall not be reproduced other than in full except with the permisson of the laboratory.)

* imzasiz ve mihirsiz sertifikalar gegersizdir.
(Testing reports without signature and seal are not valid.)

Sayfa/Page : 02-12

www.avacert.co



avacert |
— N — AVALVD
% -
/fl«.’)\:\ | 2100212 |

AVA.LVD

¢

€rpati®

Deneyden Gegirilen Cihazin :
(Equipment Under Test's)

Markasi ION-OS Beyan Gerilimi 220 VAC
(Brand) (Rated Voltage)
Modeli : 21021900001-2021170022 Beyan Giicii : 01 W
(Model) rated power
Seri Numarasi : Prototip Beyan Akimi : 001 A
(Serial Number) rated current
Tanimi - HOME AND OFFICE-PORTABLE Frekans . 50-60 Hz
(Description) STERILIZATION DEVICE frequency
modeller
Other models defined by the company as a
product group
Cevre Sartlan : ilgili sayfalarda belirtilmistir.
(Environmental Conditions) (They are determined in related pages.)
Sembollerin Tanimlari : DGC = Deneyden gegen cihaz
(Definations of Symbols) (EUT = Equipment under test)
v =Gegti
(Passed)

N/A = DGC'ye uygulanmadi
N/A = Test case does not apply to the EUT

Pass = DGC test gerekliliklerini saghyor
Pass = The EUT does meet the requirement

Fail= DGC test gerekliliklerini saglamiyor
Fail = The EUT does not meet the
requirement
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DENEY STANDARTLARI
(TEST STANDARDS)
Deneyler agagidaki standartlara gére yapilmigtir:
(The tests were performed according to following standarts)

e TS EN 60335-1:2012

® EN 60335 -1
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DENEY SONUCLARI
(TEST RESULTS)
Uygulanan Deneyler Sonug Deneyi Yapan imza
(Applied Tests) (Result) (By Tested) (Signature)

2.1Calisma Sicakliginda Kagak Akim ve
Elektrik Dayanim (Leakage Current and
Pass
Electric Strenght at Operating

Temperature)

2.2 Topraklama Direnci Yeterliligi Og/ .
Deneyi (Competence of Earthing Pass | Barbaros Emrah Al # £

Resistance Test) BAYRAKLI
2.3 lzolasyon Direnci Testi Pass

(Insulation Resistance Test)

2.4 i¢ lletkenler Pass

(Internal Wiring)
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2.1 Calisma Sicakhiginda Kagak Akim ve Dielektrik Dayanim
(Leakage Current and Dielectric Strenght at Operating Temperature)

Deney Talimati: DT-038 Madde 6.4 ilgili Standartlar : Sayfa 4
(Test Method) (Related Standards)  Page 4
Cevre Kosullari: 14,6 C N:%59 Tarih  :22.03.2021
(Environmental Conditions) (Date)

Test Sartlari ve Sonuglar

(Test Conditions and Results)
Test tanimu: Calisma sicakhiginda cihazin kagak akimi asirn seviyede olmamali ve elektrik

(Test Specification) dayanimi yeterli olmahdir.
At operating temperature, the leakage current of the appliance shall not be

excessive and its electric strenght shall be adequate.

Yalitim Sinifi Uygulama Yeri Olgiilen Kagak Akim Degeri Kabul Edilebilir Deger
(Insulation Class) (Applied Area) | (Measured Leakage Current Value) (Acceptable Value)
| Mahfaza A <0,35 mA
(Enclosure) 5 gbl
| Mahfaza o <0,35 mA
(Enclosure) AT
S
Yalitim Cesidi Uygulama Yeri Uygulanan Dielektrik Degeri (R(;:;Ii‘)
(Insulation Type) (Applied Area) (Applied Dielectric Value)
1000 V
Takviyeli Metal Kisimlar (glu.rr-llu)
i ositive
(Reinforced) (Metal Parts)
Takviyeli Plastik Kisimlar Olumlu
) (Positive)
(Reinforced) (Plastic Parts) 3000V
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2.2 Topraklama YeterliligiDirenci Deneyi
(Competence of Earthing Resistance Test)
Deney Talimati: DT-038 Madde 6.13 iigili Standartlar : Sayfa 4
(Test Method) (Related Standards)  Page 4
Cevre Kosullar: : 14,6C N:%59 Tarih : 22.03.2021
(Environmental Conditions) (Date)

Test Sartlari ve Sonuglari
(Test Conditions and Results)

Test tanimi: Bogstaki gerilimi 12 Voltu (a.a. veya d.a.) agmayan bir kaynaktan gekilen ve hangisi
(Test biiylikse cihazin beyan akiminin 1,5 kati veya 25 Amper degerindeki akim,
Specification) topraklama baglanti ucu veya topraklama kontagi ile sirasiyla her bir erisilebilen

metal b6liim arasindan gegirilir.

A current derived from a source having a no-load voltage not exceeding 12 V (a.c. or
d.c.) and equal to 1,5 times rated current of the appliance or 25 A, whichever is
higher, is passed between the earthing terminal or earthing contact and each of the

accessible metal parts in turn.

Uygulanan Akim Degeri Olciilen Topraklama Direnci Degeri Standarda Uygun Degerler
(Applied Current) (Measured Earthing Voltage Drop) (Limit Values at Standard)
25A 79 mQ Q standart < 100mQ
25A 85 mQ Q standart < 100mQ
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2.3 lzolasyon Direnci Testi

(Insulation Resistance Test)

Deney Talimati: DT-007 ilgili Standartlar : Sayfa 4
(Test Method) (Related Standards)  Page 4
Cevre Kosullari : 14,6 °C - %59 Tarih  :22.03.2021
(Environmental Conditions) (Date)

Test Sartlari ve Sonuglari
(Test Conditions and Results)

Test tanimi: Giig devresi iletkenleri ile koruyucu kusaklama devresi arasinda 500 V
(Test Specification) d.a. ile 6lgiilen yalitim direnci 1 MC2'dan kiigiik olmamahdir.
(When insulation resistance tests are performed the insulation
resistance measured at 500 V de. between the power circuit conductors

and the protective bonding circuit shall be not less than 1MQ.)

Gerilim Uygulanan Deney Clcdicy izolggey Standarda Gére Uygun Sonu

Boluimler (Voltage Applied |Gerilimi(V) (Test Direnci (Measured Deger {Limit Value at (Result)

Parts ) Voltage ) Insulation Resistance ) Standart)

Gii¢ Devresi-Koruyucu 500V 999 9

Kusaklama (Power Circuit- MQ' Rstandart>1M Q Gegti

Protective Bonding Pass

Circuit )

Gii¢ Devresi-Koruyucu 500V 999,9 Rstandart> 1IMQ

Kugaklama (Power Circuit- MQ Gegti

Protective Bonding Pass

Circuit ) 500 V

Gii¢ Devresi-Koruyucu 999,9 .
MQ Gecti

Kusaklama Rstandart> 1IMQ e

( Power Circuit-Protective

Bonding Circuit )
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2-4 ig iletkenler
(Internal Wiring)
Deney Talimati: DT-038 Madde 6.11 ilgiliStandartlar :Sayfa 4
(Test Method) (Related Standards)  Page 4
Tarih :22.03.2021
(Date)
Test Sartlari ve Sonuglari
(Test Conditions and Results)
Test tanimi: iletken yollar diizgiin ve keskin kenarlardan arinmis olmahidir.iletkenler,

(Test Specification) yahtimlarinin hasarlanmasina yol agabilen ¢apak, sogutma kanatlan
ve benzeri keskin kenarlar ile temasa gelemeyecek bicimde korunmalidir.
Yesil/sari renk bilesimi ile tanitilan iletkenler, sadece topraklama iletkenleri olarak
kullanilmalidir.
Wireways shall be smooth and free from sharp edges. Wires shall be protected so
that they do not come into contact with burrs, cooling fins or similar edges which
may cause damage to their insulation. Conductors identified by the colour

combination green/yellow shall only be used for earthing conductors.

- iletken yollar diizgiin ve keskin kenarlardan arinmistir.
Wireways has been smoothed and freed from sharp edges.

- iletkenler,yalitimlarinin hasarlanmasina yol acabilen ¢apak, sogutma kanatlari ve benzeri

keskin kenarlar ile temasa gelemeyecek bicimde korunmustur.

Wires has been protected so that they do not come into contact with burrs, cooling fins or
similar edges which may cause damage to their insulation.

* Bu rapor laboratuvarin yazil izni olmadan kismen kopyalanip ¢ogaltlamaz.
(This report shall not be reproduced other than in full except with the permisson of the laboratory.)

* imzasiz ve mihirsiz sertifikalar gecersizdir.
(Testing reports without signature and seal are not valid.)
Sayfa/Page : 09-12

www.avacert.co




avacert
— NV — AVALD |
v &

AVA.LVD

€rpati®
3.1Deney Ekipman Listesi
(List of Test Equipment)
Ekipman No Cihaz/Ekipman Adi Marka Model / Seri Numarasi
(Equipment No) (Device/Equipment Name) (Brand) (Model/ Serial Number)
E-001 Elektriksel Test Cihazi METREL MI2094 / 13510106
(ElectricalTest Device)
E-002 Muitimetre UNI-T UT61B/ 1130335081
(Multimeter)
Sicaklik Nem Olger -
E-003 JUNWEI i
(Temperature Humidity Meter) HIL-02822130100
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DGC'nin Fotograflar
(Photos of EUT)
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DGC'nin Fotograflari
{Photos of EUT)
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